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SUBJECT: RFP No. 16-06 Armory Building Construction Project
ADDENDUM: Number 1
DATE: July 20, 2006
MESSAGE: Please note and acknowledge the following changes for RFP No. 16-06:

1. Change page 1

Opening Date & Time:


Opening date & time has been changed to August 16, 2006 @ 3:00 P.M.  

The place remains 2008 E. Eighth Avenue #125 Tampa, FL 33605

2. Change page 29 Section 16.0

Liquidated Damages:


The project completion milestone of 120 days shall commence upon the the contractor’s receipt of permit.  .
3. Change page 15 Section F

Permits:


It will also be the Contractor’s responsibility to submit contract documents for building permit not more than 10 days after 
award of contract.

4. Temporary power for construction may be obtained from the existing 120/208Y exterior panel set beside existing panel “B”.

       5.
Please add sections 03290 and 313116 to the technical specifications:

SECTION 03290 - UNDER-SLAB VAPOR BARRIER/RETARDER 

PART I – GENERAL

1.01     SUMMARY


A.  Products Supplied Under This Section
1. Vapor Barrier, seam tape, pipe boots and detail strip for installation under concrete slabs.

B.
RELATED SECTIONS

1.        Section 03300  Cast-in-place Structural Concrete

2.        Section 07260  Under-Slab Vapor Retarder

1.02
REFERENCES

A. American Society for Testing and Materials (ASTM)

1. ASTM E 1745-97 Standard Specification for Plastic Water Vapor Retarders Used in Contact with Soil 

Or Granular Fill Under Concrete Slabs

2. ASTM E 154-88  Standard Test Methods for Water Vapor Retarders Used in Contact with Earth Under Concrete Slabs 

3. ASTM E 96-95  Standard Test Methods for Water Vapor Transmission of Materials

4. ASTM E 1643-98  Standard Practice for Installation of Water Vapor Retarders Used in Contact with Earth or Granular Fill Under Concrete Slabs

B. American Concrete Institute (ACI)

1.
ACI 302.1R-96 Vapor Barrier Component (plastic membrane) is not less than 10 mils thick

1.03
SUBMITTALS

A. Quality Control / Assurance

1. Independent laboratory test results showing compliance with ASTM & ACI Standards.

2. Manufacturer’s samples, literature 

3. Manufacturer’s installation instructions for placement, seaming and pipe boot installation

PART II – PRODUCTS

2.01
MATERIALS

A. Vapor Barrier (Performance based specification)

1. Vapor Barrier membrane must have the following properties.

a.
Minimum 15-mil thick polyolefin geomembrane

b.
Manufactured from prime virgin resins

c.
Water Vapor Barrier
ASTM E-1745
Meets or exceeds Class B

d.
Water Vapor Transmission Rate
ASTM E-96
0.006 gr./ft2/hr. or lower

e.
Permeance Rating
ASTM E-96
0.01   gr./ft2/hr. or lower

f.
Puncture Resistance
ASTM E-1745
minimum 1970 grams

g.
Tensile Strength
ASTM E-1745
minimum 45.0 lbf/in  

2.02
ACCESSORIES

A.
Seam Tape

1.
High Density Polyethylene Tape with pressure sensitive adhesive.  


Minimum width 4 inches.

B.
Pipe Boots 

1.
Construct pipe boots from vapor barrier material and pressure sensitive tape per manufacturer’s instructions.
PART III – EXECUTION

3.01
PREPARATION

A. Ensure that subsoil is approved by architect

1. Level and tamp or roll aggregate, sand or tamped earth base.

3.02
INSTALLATION

A. Install Vapor Barrier:

1. Installation shall be in accordance with manufacturer’s instructions and ASTM E 1643–98.                  

a.
Unroll Vapor Barrier with the longest dimension parallel with the direction of the pour.

b.
Lap Vapor Barrier over footings and seal to foundation walls.  

c.
Overlap joints 6 inches and seal with manufacturer’s tape.

d.
Seal all penetrations (including pipes) with manufacturer’s pipe boot.

e.
No penetration of the vapor barrier is allowed except for reinforcing steel and permanent utilities.

f.
Repair damaged areas by cutting patches of vapor barrier, overlapping damaged area 6 inches and taping all four sides with tape. 
 END OF SECTION 03290
SECTION 313116 - TERMITE CONTROL
GENERAL

SUMMARY

This Section includes the following:

Soil treatment with termiticide.

SUBMITTALS

Product Data:  For each type of product indicated.  Include the EPA-Registered Label.

Product certificates.

Soil Treatment Application Report:  Include the following:

Date and time of application.

Moisture content of soil before application.

Brand name and manufacturer of termiticide.

Quantity of undiluted termiticide used.

Dilutions, methods, volumes, and rates of application used.

Areas of application.

Water source for application.

QUALITY ASSURANCE

Installer Qualifications:  A specialist who is licensed according to regulations of authorities having jurisdiction to apply termite control treatment and products in jurisdiction where Project is located.

Regulatory Requirements:  Formulate and apply termiticides according to the EPA-Registered Label.

WARRANTY

Special Warranty:  Manufacturer's standard form, signed by Applicator and Contractor certifying that termite control work, consisting of applied soil termiticide treatment, will prevent infestation of subterranean termites.  If subterranean termite activity or damage is discovered during warranty period, re-treat soil and repair or replace damage caused by termite infestation.

Warranty Period:  Five years from date of Substantial Completion.

PRODUCTS

MANUFACTURERS

Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Termiticides:

Aventis Environmental Science USA LP; Termidor.

Bayer Corporation; Premise 75.

Dow AgroSciences LLC; Dursban TC  or Equity.

FMC Corporation, Agricultural Products Group; Talstar, Prevail FT or Torpedo.

Syngenta; Demon TC.

SOIL TREATMENT

Termiticide:  Provide an EPA-registered termiticide complying with requirements of authorities having jurisdiction, in an aqueous solution formulated to prevent termite infestation.  Provide quantity required for application at the label volume and rate for the maximum termiticide concentration allowed for each specific use, according to product's EPA-Registered Label.

EXECUTION

PREPARATION

General:  Remove all extraneous sources of wood cellulose and other edible materials such as wood debris, tree stumps and roots, stakes, formwork, and construction waste wood from soil within and around foundations.

Soil Treatment Preparation:  Loosen, rake, and level soil to be treated except previously compacted areas under slabs and footings.  Termiticides may be applied before placing compacted fill under slabs if recommended in writing by termiticide manufacturer.

APPLYING SOIL TREATMENT

Application:  Mix soil treatment termiticide solution to a uniform consistency.  Provide quantity required for application at the label volume and rate for the maximum specified concentration of termiticide, according to manufacturer's EPA-Registered Label, to the following so that a continuous horizontal and vertical termiticidal barrier or treated zone is established around and under building construction.  Distribute treatment evenly.

Slabs-on-Grade:  Under ground-supported slab construction, including footings, building slabs, and attached slabs as an overall treatment.  Treat soil materials before concrete footings and slabs are placed.

Foundations:  Adjacent soil including soil along the entire inside perimeter of foundation walls, along both sides of interior partition walls, around plumbing pipes and electric conduit penetrating the slab, and around interior column footers and piers; also along the entire outside perimeter, from grade to bottom of footing.  Avoid soil washout around footings.

Masonry:  Treat voids.

Penetrations:  At expansion joints, control joints, and areas where slabs will be penetrated.

Avoid disturbance of treated soil after application.  Keep off treated areas until completely dry.

Protect termiticide solution, dispersed in treated soils and fills, from being diluted until ground-supported slabs are installed.  Use waterproof barrier according to EPA-Registered Label instructions.

Post warning signs in areas of application.

Reapply soil treatment solution to areas disturbed by subsequent excavation, grading, landscaping, or other construction activities following application.

END OF SECTION 313116
Please note that this document hereby becomes a part of RFP No. 16-06 and without this complete document the Bid is considered incomplete.


Sincerely,









- SIGNATURE ON FILE -









            Stephen Crane









Comptroller

ADDENDUM NUMBER 1
ACKNOWLEDGEMENT OF ADDENDUM

We do hereby acknowledge the above changes to RFP No. 16-06:

PLEASE PRINT  -  Company Name_________________________________________________

    By____________________________________________________________

  
    Title___________________________________________________________

  
    Date___________________________________________________________

                  Phone__________________________________________________________

  
    Signature_______________________________________________________
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