
PURCHASING OFFICE
P.O. BOX 3371
PHONE 813-247-8048
FAX   813-247-0907

  Cal Henderson, Sheriff  
HILLSBOROUGH COUNTY
TAMPA, FLORIDA 33601

SUBJECT: Bid No. 29-99 for CCTV Camera & Recording System

ADDENDUM: 1

DATE: May 20, 1999

MESSAGE:

The following modifications are hereby made to the original bid specifications.

Part C - Technical Specifications - Replace Paragraph 2 with the following paragraph:

2. CAMERA LOCATIONS

Camera Location 1: Location #1 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the deputies entrance to the evidence lobby area.  Camera to be equipped with an 8mm Rainbow L8DC4PAuto Iris lense.
Camera shall be a fixed wall mount.  No camera housing is necessary in this area.  Wall mount will be Pelco Model No. CM1750
(with appropriate adapter).

Camera Location 2: Location #2 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the public entrance to the evidence lobby area.  Camera to be equipped with an 8mm Rainbow L8DC4P Auto Iris lense.
Camera shall be a fixed wall mount.  No camera housing is necessary in this area.  Wall mount will be Pelco Model No. CM1750
(with appropriate adapter).

Camera Location 3: Location #3 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the open area of main evidence warehouse.  Camera to be equipped with an 8.5-51mm Rainbow L851VDC4P Zoom Auto Iris
lense.  Camera will be a pan & tilt mount, using Pelco Model No.  PT480-24P, with a camera housing.  A receiver/driver is
required to operate the pan & tilt controls.  This will be a Pelco Model No. LRD41A11-2.  The camera housing, Pelco Model
No. EH4718L, shall be designed for indoor/outdoor applications.  Wall mount will be Pelco Model No.  LWM41 (with
appropriate adapter).

Camera Location 4: Location #4 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the north entrance to the main evidence warehouse.  Camera to be equipped with an 8.5-51mm Rainbow L851VDC4P Zoom
Auto Iris lense.  Camera will be installed in a surface mount dome, using Pelco Model No. SD5TC-PG-0 and shall be designed
for indoor/outdoor applications.

Camera Location 5: Location #5 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the south entrance to the main evidence warehouse.  Camera to be equipped with an 25mm Rainbow L25DC4P Auto Iris lense.
Camera will be a fixed wall mount with a camera housing.  The camera housing, Pelco Model No. EH3512, shall be designed
for indoor/outdoor applications.  Wall mount will be Pelco Model No. EM22 (with appropriate adapter).

Camera Location 6: Location #6 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the north entrance to the main evidence warehouse.  Camera to be equipped with an 8.5-51mm Rainbow L851VDC4P Zoom
Auto Iris lense.  Camera will be installed in a surface mount dome, using Pelco Model No. SD5TC-PG-0 and shall be designed
for indoor/outdoor applications.

Camera Locations 7-10: Locations 7-10 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the
coverage of the evidence vehicular warehouse, at locations as noted in Attachment “A”.  Cameras to be equipped with a 8.5-



51mm Rainbow L851VDC4P Zoom Auto Iris lense.  Cameras will be a pan & tilt mount, using Pelco Model No. PT480-24P,
with camera housing.  A receiver/driver is required to operate the pan & tilt controls.  This will be a Pelco Model No.
LRD41A11-2.   The camera housing, Pelco Model No. EH4718L, shall be designed for indoor/outdoor applications. Wall mount
will be Pelco Model No. WM2000 (with appropriate adapter).

Camera Location 11:  Location #11 will consist of a 1/3" CCD camera, Sanyo Model No. VCC-4324, installed for the coverage
of the south entrance to the evidence vehicular warehouse.  Camera to be equipped with an 16mm Rainbow L16DC4P Auto Iris
lense.  Camera will be a fixed wall mount with a camera housing.  The camera housing, Pelco Model No. EH3512, shall be
designed for indoor/outdoor applications.  Wall mount will be Pelco Model No. EM22 (with appropriate adapter).

Please be aware this document hereby becomes part of Bid Number 29-99 for the CCTV Camera & Recording System and
without this complete document the Bid is considered incomplete.

Sincerely,

JHS:sef

ACKNOWLEDGEMENT OF ADDENDUM

We do hereby acknowledge the above changes to Bid No. 29-99 for the CCTV Camera System & Installation.

PLEASE PRINT - Company Name_____________________________________________

By_______________________________________________________

Title______________________________________________________

Date______________________________________________________

Phone_____________________________________________________

Signature__________________________________________________


